AA-F-358F
INT. AMENDMENT-3
July 1, 1976

SITDPDRCUNTM,
OUL &R0 LUANG

INT. AMENDMENT-2
July 28, 1972

INTERI¥ AMENDMENT
TO
FEDERAL SPECIFICATION
FILING CABINET, STEEL, LEGAL AND LETTER

SIZE, UNIRNRSULATED, SECURITY

This ioterim amendment was developed by Federal Supply Service,
General Services Administration, Washington, DC 20406, based
upon currently available technical information. It is
recommended that Federal agencies use it in procurement and
forward recommendations for changes to the preparing activity
at the address shown above.
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Specification AA-F-358F, dated July 6, 1971.
PAGE 1
Paraovren 1.1 CSrnone wlisra 4n {re onctdrarv omd aitharditriveta &8 naws arAane 28 fAl1)Awe -
Paragraph 1.1 Scope. Delete in its enctirery and substitute s new scope as follows:
1.1 Scope. This specification covers uninsulated security filing catinets which are designec tc
confore to the standards for phyeicel securiry equipment as set forth in the 'National Securicty Council
irective Govern;ns The Classification, Downgrading, Declassificatior and Safeguarding Of National Securirty

Informacion.' The cabinets provioe the degree of protectiot t¢ thelr cuntents for the periods cf time

1,217
AdG & new paragraph as follows:

"1.2.2 Design. When specified (eee 6.2), the class 6 cabinets in size 1, 2-drawer, and size V,
5~-drawer types shall be of the following design:

Desigrn - ML - Independently controlled lock drawers (each drawer having its own individual combination
iock and locking mechanisz (see 3.3.1.1) and (figure 1).

PAGE 3
baragraph 3.3.1 Design. Delete it its entirety and substitute the following:
o a2 v Na e d e ATY A \-‘ Bmall ko Ane Avarraw wrids amd have Fha muombhae Af Awauare gmasrd Fiad den
J.3.4 Desipgm. All cabinetls sha.l.l be one drawer wide and have the number of drawers specilied in
1.2.1. The cia €, sizes T and V, ML designed cabinets (see 1.2.2) shail be as specified in 3.3.1.1."

appearance af the M. designec cabinets shall be

r
or idanc=sfyv =me Raeirs srviince reguired Tnev dro
O 18encliliy The voasil Sty.iing TegulTeEd. shey ac

3.3.1.1 M. desipnec cabineta. The general te
n T

, figure . The Llusrractione gepicred tn
ag shown In Ilgu “- The iilustrations gepicred t

not represent specific locatior or aesign of face hardware (locks, drawer handles, anc iabel holigers), ot
drawer fronts. uniess otnerwise specifiec herein. All exterior anc interior dimensions anc weignts of ML
unics shall. be as gpecified in tabies I, II, ané¢ III as appiicable tc tne class t. sizesc I anc U cabinel:.
The ML cabinets shall have interior, drawer compartment, privacy partitions securely installed between
each drawer. The partitions shall be of not less than 20 gage
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(0.0359-1inch) thick steel securely welded in position and shall completely isolate each drawer from any

other drawer in the cabinet. The cabinet, with all drawers closed and locked shall be tested for class ¢
security protection as specified in section 3.4.1.1 The cabiner’ component narts  includine dragars

................... ecllil secrio LN cadin ¢ compenent parts, inciuding drawvers,

drawer suspensions, drawer follower blocks, and other movable parts shall be as specified in section 3 for
class A cabinets and shall be tested accordingly as specified {n section &4."

Paragrapr 3.3.2, table 1, Depth maximuw (last columm) - Delete all "32-%" figures i{n the column and subs-
citute "33-%."

PAGE S
Paragraph 3.3.4 Assembly. On line 4 delece the sentence beginning wiih the words "All depressed or pro-
truding welds...." and substitute the following "The greates: depth permitted on depressed spot welds on ex-
terior surfaces shail be not more than 1/64 inch (0.0156). All excessively depressed spot welds and all

cratered spot welcs shall be filled, ground smooth, and enamel finished so as to blend with the enamel
finish of the cabinets."

Paragraph 3.3.7.3 - After lst sentence insert "Alternatively, the plating for the follower block support
mav have an oxide coating with the entire member ther coated with an organic finish which dries to a hard
f{lm."

shall be used to cover weld burned areas. Alternatively, an oxide coating mav be used with the en-
tire wember then coacted with an organic finish which dries te a hard film."

PAGE 8
raragraph 2.4.1 Locking mecharism After the last sentence ir this paragrapt addé the following sentence:

"The requirements in 3.4.) #nd 4.4.8.5 do not apply tc the ML designed cabinets (see 1.2.2). Paragrapi
2.4.1.1 specifies locking mechanism and combinatior lock requirements for ML cabinets."

Add a new paragraph as follows:

“3.4.1.2 Iork{nn mechanisr and combination lock for ML cab ts Raclt drawver combartment and drawver

in
in the M design cabinet shall have its own positive, dead l locklng mechanise and combination lock to
provide the required security for the individual drawer. The proper opening and closing of individual
arawers shall be accomplisnec regardless cf the oper or closed position cf anv other draver or drawers in
the cabinet. The cowbinatior lock furnished shall be as specified in 23.4.2. The installation of the lock

shall be as specified in 3.4.2.1."

PAGE 12

Parmgraph 4.4 . & Test methods anc inspections. Add the following sentence: "Unless otherwise specified
hereir., each cabinet drewer snall be iosded wicth file folders filled with correspondence papers in the
weights specifiec below. The ioad shall be equally Zdistributed from fron: tc back and side tc side in the
draver:

Letter size draver - S{ pounds
Legal size drawer - #C pounds.”

]

Paragraph 4.4.5.1 Rack test Delerte the 1st sentence and the 2nd sentence and substitute the following-

“The cabinet, with all draseret lnaded as spec:fiec ir «.4( F shall be placed ir a level uvoright posi-

tion "

Same paragraph (4.4.8.1). Line . Delete “10 pounds when measured with a force gage as specified in
4.4.8.2" and substitute the folluwing: 'the drawer operatring force specified in 4.4.8.2".

N
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Boconcocobl L L 8 9 Cavsdoa taze fTdna 2 Nalata "4 L 8 1" and substitura "4 A 2 "
TFTETERTAPI “4.%.0.4 wE€IvicCe LEbLl., Liue J. UEiGLe «M,0.x% &aD8 suUUvsTiclucle = o.
Paragraph 4.4.8.3 Moving test. Line 1. Delete "4.4.8.1." and substitute "4.4.8."

Paragraph 4.4.8.4 Follower block test. Line 1. Delete "60 pounds’
______ » 2 4 8 € Y oal densine Saat Nalata tha Y7nd anantancra and avhatrdratra tha
rll‘BI-PH “.%.0.0 MLOLCR UlsweEl LEB L., MELTLE LT aliv TTIHLRIILE GUU DUUDLeLVWLE LI

"The cabinet with all drawers loaded as specified in 4.4.8,

PAGE 13

?ET‘ST‘-P“ L.4,8.7 Drop test Line 1} Nelere "with &0 Pnl_pr_‘\_n of ggi_gh[" and subsrirure ''as spacified in

a h 4.4.8.7 op test. ine 1 Delete "with 60 pounds of and substiture s specifi
L.6. 8"
OCevracranh L 4L R 7 )1 m™ideew cde £mnbh demw oo oo dema 1 RBafaca tha 1ot cameacan add srha FaT1cacme cmetoman.
Siapgrapil S.ToO. - AdllL LY S1IX MICLH: QIUY LESL Lille 41, DCTLIUT LT 1Bl Sc‘lLCi)‘.t WUU LT lULAUWILLIK DSTaLENICT
"Bach drawer of the cabinet shall be loaded as specified in &4.4.8."
Paragraph 4.4.8.7.2 Thirry foot drop tes:. Line 1 Delete the word "loaded" and following the word
"cabinat" insert, "loaded as specified in 4.4.8",
”gr_grgph L.4.B.8 ngnti tious and forced entrv test Before the lst sentence add the following sentence
“"The cabinet drawers shall be loaded as specified in 4.4.8."
Psragraph 4.4.8.9 Entrv by “.ulogical technigues. Before the 1= sentence add the following sentence

D
cabinet drawers -

and substitute "40 pounds"

shall be unlocked and opened.

"All ve empry for this test.”
PAGE 15
Paragraph 6.2 Ordering data. Delete in its entirety and substitute the following
"6.2 Ordering data. Purchasers should select the preferred options permitted herein and include the

PP

aocuments:

following informetion in procurement

(a) Title, symbel, and date of this :pecific&:ion.
{(bY Class and size required (see 1.2.1).
{c}. Whetbher design is reguirec (s€e 1.2.2).
(d) 1If ciass 6, sire VIII, whether padlock and chain required (see 3.3.11).
{e) Whether hand or key ehiﬁge tvpe eowbination lock reguired (see 2. a’. 2y.
(f) Wnether caster base platforz required (see 3.8).
(g) Levels of packaging, packing, and marking required (see 5.1, 5.2, and 5.3)."
PAGE 16
Add the folleowing figure 1 {(draving):

asa 0C Ye.11147
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